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1. Introduction  
How to Use This Manual  

This manual is a reference for the use of the NovaGuid eɞ 2 Intelligent Ultrasound 

(NovaGuide  2) and the NovaGuide 2 Tr aditional  and is intended to help the user operate 

the se system s. To avoid any operating errors , please read these instructions carefully 

before using the device.  

 

The user manual should always be kept near the device so that the user can reference it 

quickly if  required.  

 

This manual provides a description of the device, technical information, and other 

important notes regarding the use of the device.  

 

Indications for Use   
  

NovaGuide 2 Intelligent Ultrasound is a medical ultrasound system intended for use as an 

adjunct to standard clinical practices for measuring and displaying cerebral blood flow 

velocity and the occurrence of transient emboli within the bloodstream. The sys tem assists 

the user in the setup and acquisition of cerebral blood flow velocity via the patient's 

temporal windows.  

 

NovaGuide 2 Intelligent Ultrasound is intended to be used by healthcare professionals 

qualified by training in its safe and effective use. The device is not intended to replace other 

means of evaluating vital patient physiological processes, is not intende d to be used in fetal 

applications, and is not intended to be used inside the sterile field.  

 

Intended Use  

NovaGuide  2 Intelligent Ultrasound is intended to be used during diagnostic exams and 

surgical interventions as an adjunct to the standard clinical practices for measuring and 

displaying cerebral blood flow velocity within the major conducting arteries of the head a nd 

neck. Cerebral blood flow velocity within these arteries is visualized using non -invasive 

pulsed transcranial Doppler ultrasound (TCD). This includes, but is not limited to, insonation 

of the middle, anterior and posterior cerebral arteries via the temp oral windows, the 

vertebral and basilar arteries via the foramen magnum, and the ophthalmic arteries and 

internal carotid artery siphons via the patientɅs transorbital windows.  

 

TCD is a common tool for the visualization of cerebral blood flow velocity and the detection 

of emboli which present as High -Intensity Transient Signals (HITS) in the display of the TCD 

blood flow.  
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Contraindications   

NovaGuide  2 Intelligent Ultrasound  is not intended to be used in persons younger than 18 

years of age.  

NovaGuid e 2 Intelligent Ultrasound is not intended to be used in fetal applications.  

NovaGuide  2 Intelligent Ultrasound is not intended to be used inside the sterile field.  

 

Intended Use Environment   

NovaGuide  2 Intelligent Ultrasound  is intended to be used on patients in the supine or 

reclined position up to 45 degrees on a bed or a gurney in a clinical setting. The device is 

NOT intended to be used simultaneously with head imaging equipment such as MRI and CT.  

 

 

CAUTION: Federal (USA) law restricts this device to sale by or on the order of a physician. 

Indications, contraindications, warnings , and instructions for use can be found in the 

product labeling supplied with each device.  

 

Compatibility   

NovaGuide  2 Intelligent Ultrasound  is compatible with the following:  

¶ NovaKitɞ 2 Exam Pack (Single Use ɀ Pack 10) (NSC- NVK10PK) 

¶ Remote Control Accessory (NA-ACC2) 

¶ Headset Mounting System (NA -HDSYS) 

¶ 2-MHz Handheld Transducer (NA-PRB1) 

¶ 2-MHz Monitoring Transducer (NA-PRB3) 

¶ Robotic Upgrade Kit (NSC-UPGRADE) 

 

NovaGuide 2 Traditional  is compatible with all of the above accessories except for the 

NovaKitɞ 2 Exam Pack (Single Use ɀ Pack 10) (NSC- NVK10PK). When paired with the Robotic 

Upgrade Kit  (NSC-UPGRADE), NovaGuide 2 Traditional  has the same configuration as the 

NovaGuide 2.  
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Conventions used in this Manual  

Throughout this manual, the following conventions are utilized:  

Notice indicates a preemptive action that a patient or user can initiate to prevent  

injury to a patient or user or damage to the system.   

 

Caution or Precaution indicates a potentially hazardous situation that may result in 

minor or moderate injury to the patient or user, or damage to the system.  

 

 

WARNING indicates a significant problem that may lead to serious injury or 

death to the patient or user.  
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Symbols  
 

 

Symbol  Description  Symbol  Description  

 
Caution or Precaution  

 
WARNING 

 
Notice   Lot number  

 
Serial number  

 

Fragile, handle with 

care 

 

Direct current  

 

Keep dry  

 
Alternating current  

 

Temperature limits  

(See Technical 

Information)  

 

Humidity limits (See 

Technical Information)  
 

Atmospheric pressure 

limits (See Technical 

Information)  

 

Manufacturer /Date of 

Manufacture  
 

On/Off push button or 

switch  

 

Consult instructions for 

use  
Catalog number  

 

Protective earth terminals  
 

USB 2.0 or USB 3.0 that 

is backwards -

compatible to USB 2.0  

 

Cart t ipping hazard 
 

B-type applied  parts  

 Prescription only 
 

European authorized 

representative  

 

Separate collection for 

electrical and electronic 

equipment (WEEE Symbol)   

Remote control  

 

Headphone    
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2.  Product Description s 
Overview of the NovaGuid e 2 Configuration  

NovaGuide  2 (REF: NSC-NVGSYS2) is an adjunctive mobile, non -invasive, non -ionizing 

radiation transcranial Doppler (TCD) ultrasound system.  

 

NovaGuide 2  contains robotic mechanisms used to position ultrasound probes, which assist 

the user in the acquisition of cerebral blood flow velocity (CBFV) data via the patientɅs 

temporal windows. NovaGuide 2  can also provide emboli counts for emboli detection.  The 

cart-mounted NovaGuide 2 uses two reusable, non -sterile 2 -MHz probes that are controlled 

by robotic actuators.  

 

NovaGuide 2 can be used either in robotic mode, or in manual handheld mode with the 

supplied  2MHz Handheld T ransduce r (NA-PRB1). 

 

 

 
 

Figure 1 : NovaGuide 2 Components   

Patient Headmount Unit (PHU)  
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Overview of NovaGuide 2 Traditional  Configuration   

NovaGuide 2 Traditional  (REF: NSC-TCDNG2) is an adjunctive portable, non -invasive, non -

ionizing radiation, point -of-care TCD ultrasound system. It is designed to non -invasively 

measure and display cerebral blood flow velocities and detect emboli within the arteries of 

the head and neck.   

 

NovaGuide 2 Traditional  can only be used in manual handheld mode using the supplied 

2MHz Handheld Transducer (NA -PRB1) or the  Headset Mounting System (NA -HDSYS) and 2-

MHz Monitoring Transducers (NA -PRB3), which  are available separately.  

 

With the addition of the Robotic  Upgrade Kit (NSC-UPGRADE), NovaGuide 2 Traditional  can 

be upgraded to the robotic NovaGuide 2 Intelligent Ultrasound. For more information, 

cont act NeuraSignal  Customer Service and Support.  

 

 
 

Figure 2: NovaGuide 2 Traditional  Components  

  



 

 

User Manual, NovaGuide 2 Intelligent Ultrasound and NovaGuide  2 Traditional (60 -00171, Rev N) 

 
12 

System Components  
 

Pat ient Head mount  Unit (PHU)  

 
 

Note:  Not available on the NovaGuide 2 Traditional  configuration.  

 

 

Doppler Rob otics Unit (DRU)  
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All -In -One Computer  (AIO) 
 

 

 

A. Reading light (ON/OFF) 

B. Touchscreen (ON/OFF) 

C. Decrease screen brightness  

D. Increase screen brightness  

E. Power button  

F. 2 x USB 3.0 ports  

G. Smart card reader  

 

 
 

 

 

H. DC input  

I. 2 x USB 3.0 ports and 2  x USB 2.0 ports 

J. 1 HDMI port  

K. 2 Ethernet (LAN) port s  

L. 2 COM port s 

M.  1 Audio port  

N.  Connector panel cover (not shown)  

 

Notice : The all-in-one connections cover must be fastened in place during use.   

F 
A B C D E 

G 

H          I      J         K              L                  M        
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Probe Pods and P robe Pod Storage  
 

 
 

The probe pods are stored on rails on the front of the cart . TCD cables are attached  to the 

probe pods and can be plugged into either connector on the DRU.  Note: The probe pods are 

not available  on the NovaGuide 2 Traditional  configuration.   

 

Probe Pod Cables  
 

 
 

Probe pod cables are 8 feet long and can be plugged into either connector on the DRU  and 

probe pods. Note: The probe pod cables are not available on the NovaGuide 2 Traditional 

configuration.   
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NovaKit 2 Exam Pack  
 

    
 

 

The NovaKit 2 Exam Pack includes comfort padding for head cradle and brace , two  probe 

pod  covers, four  registration dots, and instructions . Note: The NovaKit 2 Exam Pack is not 

available on the NovaGuide 2 Traditional  configuration.  
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Remote Control  
 

The Remote Control Accessory (NA-ACC2) is an optional accessory device designed to 

replicate the touch screen interface for commonly used commands during exams.  

 
  

 

  

Up 

Right 

1 2 3 

4 5 6 

1. Depth 
2. Gain 
3. Baseline 
4. Power 
5. Sample volume 
6. Scale 

Down 

Left 

Volume 

Capture 
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Warnings , Cautions , and Precautions  
  WARNING S 

 

¶ NovaGuide 2 and NovaGuide 2 Traditional  

o Caution: Federal law restricts this device to sale by or on the order of a physician.  

o Read User Manual before using the system . 

o Use only approved accessories with this device. See Compatibility section for list of 

approved accessories.   

o Minimize ultrasound exposure and use the principle of As Low As Reasonably 

Achievable (ALARA). 

o Do not use device in a nitrous oxide, oxygen -rich , explosive atmosphere , or in the 

presence of explosive anesthetics.  

o Cardiac rhythm disturbances during perfusion studies using gas ultrasound contrast 

agents have been observed in the diagnostic range.  

o Inspect the system prior to use , if any damage or deterioration is observed for the 

system, including the transducer probes, cart , and cables , do not use. Please cont act 

NeuraSignal .  

o If any part of the system is dropped, please use caution in handling. Broken 

enclosure/glass or chipped/abraded surface may have occurred.  

o Do not use if any part of the system is dropped as function may be compromised.  It is 

recommended to cont act NeuraSignal  Customer Service  and Support . 

o Avoid installing accessories during an exam or when the exam screen is open.  

o Do not modify the system. Modifications may degrade the measurements, impact the 

service life of the product , or cause hazardous situations such as electric shock.  

o This device contains a power distribution unit  (PDU). Connecting electrical equipment 

to the PDU effectively leads to creating a medical electrical system and can result in a 

reduced level of safety. Do not connect any other electrical equipment to the PDU.  

o Use of this device in the presence of an electrosurgical generator  (ESU) or 

electrocautery may cause distortion in the display.  

o Using a defibrillator alongside NovaGuide 2 may result in mechanical  harm to the 

patient . 

¶ NovaGuide 2 Patient Head Unit ( PHU) 

o Do not place the PHU over other device electrodes, sensors , or cables . 

o Caution should be used when placing  the PHU over nasal cannula.  

o Do not place the PHU over open wounds or abrasions . 

o Do not push the probe pods with excessive pressure against the patientɅs head. 

o Do not use transducer probes if the transducer face , body, or cables are  damaged as 

this may cause patient discomfort when used.  

o Do not use if any of the probe pods or the whole PHU is dropped.  

¶ Doppler Robotics Unit ( DRU) 
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o Do not touch the probe pod connectors on the DRU when cables are not connected . 

o Do not block the DRU vents as the system could overheat.  

¶ All-in-One PC 

o Do not touch the battery connector on the AIO when the removable battery is not  

inserted.  

o If the AIO port cover is removed to make additional connections or remove 

connections, reattach the cover immediately after connections are made .  

o Check the audio volume and set to the lowest level before using to avoid hearing loss 

or damage especially when using headphones.  

¶ To avoid risk of electric shock:  

o The equipment must only be connected to supply mains with protective earth . 

o Do not use an accessory if the accessory body is damaged.  

o Do not use an accessory if the accessory cable or connector is damaged.  

o Keep liquids , foreign objects,  and gels away from the PHU openings and electrical 

connections.  

o Place covers on the left and right probe pods prior to use . 

o Do not open the device enclosure . 

o Disconnect device from AC adapter prior to cleaning.  

o Inspect the AC adapter and AC cord set for damage prior to use.  

o Use only the specified AC adapter with the device. Electric shock, fire , or explosion may 

occur if the incorrect AC adapter is used.  

o Inspect the AC adapter and AC cord set for damage prior to use. Using a damaged AC 

adapter or worn or damaged AC cord set may result in electric shock or fire hazard.  

o Using a defibrillator alongside NovaGuide 2 may result in electrical harm to the patient . 

¶ Batteries  

o This device contains both a lithium -ion battery and a lithium polymer battery. They 

must be disposed of properly. Follow your clinic or hospital disposal or recycling 

procedures.  

o Replacement of lithium batteries or fuel cells by inadequately trained personnel could 

result in a hazard (such as excessive temperatures, fire , or explosion).  

o If the system is not likely to be used for an extended period (over 6 months) remove 

the battery to reduce the potential for battery leakage.  

¶ Electromagnetic Interference (EMI) /Electromagnetic Compatibility ( EMC)  

o While NovaGuide 2 and NovaGuide 2 Traditional  are compliant to applicable EMI and 

EMC standards, the  device(s) may cause radio interference or may disrupt the 

operation of nearby equipment. If necessary, move the device to a difference location 

or reorientate.  

o Electromagnetic fields from other non -compliant devices may cause degradation of the 

device display. If necessary, move the source of interference to a different location.  

¶ Cleaning and disinfection  

o Read and follow all cleaning and disinfection instructions.  Patient contact material must 
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be properly cleaned to prevent transmission of infectious diseases.  

o Patient contact materials are only intended for limited duration (less than 24 hours) 

skin contact.  

o Reference the Equipment Care and Maintenance section of this manual for additional 

cleaning instructions.  

¶ To avoid risk of tipping the cart:  

o Do not apply a force greater than 11 lbs. at 1.5m or above to the cart.  

o Do not lean on the cart . 

o Ensure wheels are disengaged before attempting to move the cart . 

o Lower the cart to its lowest setting before moving.  

o Make sure  wheel s are unlocked before attempting to move the cart.  

o To avoid tip  over, pull cart over thresholds.  

o Please carefully  pull (d o not push ) the car t over  thresholds, bumps,  or uneven surfaces.    

o After moving , lock all four wheels on the cart.  

o Only push the cart using the handles.  

o To avoid tripping over cables during use or transportation, store cables as far away 

from the ground as possible.  

¶ NovaGuide 2 Alignment Assist  

o Class 1 laser product.  

o The Class 1 laser is designated for use solely as a component of NovaGuide 2 and 

therefore does not comply with the appropriate requirements of 21 CFR 1040.10 and 

21 CFR 1040.11 for complete laser products.  Additionally, the laser is not a removable 

laser system as described in 21 CFR 1040.10 (c)(2). 

o Remove glasses or any other wearable  lenses from patient before use.  Contacts may 

be worn.  

o Do not stare at the laser light.  

o Use of controls or adjustments or performance of procedures other than those 

specified herein may result in hazardous radiation exposure.  
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Precaution s 

 

 

¶ Avoid placing objects on the touchscreen. Permanent damage to the touchscreen may occur.  

¶ To avoid risk of damage to the device:  

o Connect only to the correct rated mains outlet.  

o Always use the provided probe pod covers prior to operating the system. Do not perform scans 

without using the provided probe pod covers.   

o Do not operate in outdoor lighting conditions.  

o Do not use alcohol for cleaning and disinfection as it may damage the probe transducer; wipe 

the probe transducer with a clean damp cloth immediately after use.  

¶ Use only the specified AC adapter with the device. Danger of permanent damage may occur if the 

incorrect AC adapter is used.  

¶ Do not submerge the device in liquid. This will damage the device.  

¶ Do not submerge any accessories (keyboard, mouse , or remote) in liquid. This may damage the 

accessories. 

¶ When disconnecting any electrical connection from the device, pull from the plug and not the cable.  

¶ When disconnecting any accessory from the device, pull from the plug and not the cable.  

¶ Avoid pulling on any cables to cause the DRU to swivel . Use the handles provided when moving the 

orientation of the DRU.  

¶ Avoid covering or blocking ventilation slots. This may cause the device to overheat during use.  

¶ When not using the device, store in a location to minimize accidental damage to the equipment. Store 

the transducers in a location to minimize accidental damage. Reference the Technical Information 

section of this manual for additional storage conditions.  

¶ When shipping the device, use only N euraSignalɅs approved shipping package. 

¶ Shipping the device in an unapproved container may damage the equipment. Call N euraSignalɅs 

Customer Service  and Support  for assistance in shipping a N euraSignal device. 
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Clinical Safety  

There are no confirmed biological effects on patients or equipment operators caused by 

exposure from existing  ultrasound equipment  in the market . 

 

Ultrasound Safety  
Biological Interaction and Ultrasound Bioeffects  
As ultrasound energy is propagating through  the body, the soft tissue absorbs or scatters 

some of the energy.  Absorption of ultrasound energy may cause tissue damage by one or a 

combination of two methods :  

¶ A mechanical mechanism which may include cavitation , and  

¶ A thermal mechanism that causes heating.  

Following A s Low As Reasonably Achievable (ALARA) mitigates the possibility of any of these 

mechanisms occurring.  

 

ALARA Principle  

ALARA is the acronym for As Low As Reasonably Achievable. ALARA princip le  states that 

the operator should keep the ultrasound output levels and exposure time as low as 

possible while still obtaining the desired cerebral blood f low velocity  information . 

When using the system, the principles of ALARA should always be followed.  

 

Power Controls for Acoustic Output  
The power setting on the system  is the only user control that directly affects the transmit 

power level for the selected channel. The adjustments are made in steps from 0 to 100%. 

Power can be increased when Doppler signals are considered to be too weak and decreased 

when the signals ar e satisfactory.  

 

Adjustments to the sample volume size or depth settings affect the pulse repetition 

frequency (PRF) of the Doppler transmit signal. The system automatically adjusts the 

acoustic output pulse amplitude in order to maintain the set power level.  

 

The acoustic output should be adjusted in accordance with the ALARA principle by starting 

the exam at a low power setting (10%) and then increasing the power level as necessary 

until the desired diagnostic information is obtained.  

 

For the eye, foramen magnum, burr holes and fontanelles, a precaution is displayed to the 

user during entry into any exam screen which states to use 10% or lower power levels.  

 

When selecting any of the ophthalmic vessels, including siphons (ROPTH, LOPTH, LSIPHN, 

RSIPHN), NovaGuide  2 will automatically set the power setting to 10%. When selecting 

ɈUnknownɉ the vessel settings that are currently set will not change.  
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Managing Ultrasound Exposure  

As previously stated, ultrasound energy may cause tissue damage due to mechanical or 

thermal mechanisms. To assist users, thermal and mechanical indexes are modeled to 

represent relative measure of potential tissue damage. For tissue damage due to heating,  

the thermal index is displayed to the user.  

 

The following describe indices that are used to describe hazards (which are potential 

sources of harm):  

 

Mechanical Index  (MI) ɀ the displayed parameter representing potential cavitation 

bioeffects . 

 

Thermal Index  (TI) ɀ the ratio of the total acoustic power to the acoustic power required to 

raise tissue temperature by 1 °C. In the calculation of all thermal indices in the output display 

standard, the average ultrasonic attenuation is assumed to be 0.3 dB/cm -MHz along the 

beam axis in the body.  

 

Thermal Index  for Bone (TIB) ɀ thermal index in which ultrasound beam passes through soft 

tissue and a focal region is in the immediate vicinity of bone.  

 

Thermal Index  for Cranial Bone (TIC) ɀ thermal index for applications in which the 

ultrasound beam passes through bone near the beam entrance into the body, such as adult 

cranial applications.  

 

Thermal Index  for Soft Tissue (TIS) ɀ thermal index related to soft tissues.  

 

The system  displays the TIC on the exam screen and provides assistance in setting the 

power to conform to the ALARA principle. The TIC calculation used is TI = W o/40 deq, and is 

equivalent to the calculation specified in IEC 62359. As described  above, the TIC is the 

calculated thermal index when the ultrasound beam passes through bone near the beam 

entrance into the body. The higher the power setting, the higher the TIC value. Likewise, a 

reduction in power setting leads to a corresponding lower  TIC value. Thus, by using the TIC 

value as guidance, the user can adhere to the ALARA principles which should lead to a 

reduction in potential tissue heating. Although the MI, TIB , and TIS indices  are described 

above for completeness, per the IEC 60601-2-37 standard they are  not required to be 

displayed because their maximum values when using the system are less than one or 

because the system is for adult cephalic usage. Indices with a maximum value of less than 

one are considered to  be below values for which there is a potential safety concern.  

 

TIC is especially important in performing temporal monitoring exams where longer duration 

exposure to ultrasound energy could occur. Following  the  ALARA principle, TIC is used to 

guide the user to set the power at the minimum required setting that permits appropriate 
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monitoring information  to be obtained.  For a transcranial exam, this may be accomplished 

by initially exploring the patientɅs temporal window to find the thinnest area available and 

perform the examination at this location, following the ALARA principle.  

 

The NovaGuide 2 system  displays the TIC value at all times. Although not required by the IEC 

60601-2-37 standard, displaying the TIC at all times  during an exam helps to assist in 

implementing the ALARA principle. TIC values equal to or greater than 1.0 are displayed in 

red and help to alert the informed user to proceed with more caution.  

 

Limitations of the indices : 

 

¶ The indices are calculated estimates and not actual temperature rise and are 

dependent upon a number of factors such as exposure time, blood flow through the 

area and bone/tissue characteristics. As a result, the indices should be used as a 

relative indicator of potential risk of tissue heating . 

 

¶ The indices are calculations of the temperature rise in tissue due to absorption. 

There could be an effect of temperature rise of the transducer lens itself. The user 

should be aware of this.  

 

¶ The indices are average values. Localized non -linear absorption could occur.  

 

¶ The TIC is not intended for ophthalmic application. Caution should be taken during 

ophthalmic application.  

 

¶ The TIC is modeled assuming temperature diffusion due to blood flow and fluid 

perfusion. In situations where low blood circulation is expected, the TI should be kept 

at a lower value.  

 

Untrained personnel should not  use the NovaGuide  2 or NovaGuide 2 Traditional . The user 

should be familiar with the document ɈMedical Ultrasound Safetyɉ from the American 

Institute of Ultrasound in Medicine (AIUM). This document may be ordered from AIUM 

(www.aium.org).  

 

Review the section on Scanning Controls section prior to using this equipment.  
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3. Operating NovaGuide  2  
 

 

First Time  Login  
 

Notice : During NovaGuide  2 setup, a  NeuraSignal Service technician may assist with 

this part of the process.  

 

The first time the device is used, an individual designated as an administrator should log in 

using the following user ID and password:  

 

¶ Default username: admin  

¶ Default password: password  

 

The administrator  will then be asked to change the password. This new password will be the 

primary administratorɅs password. This password can be changed by navigating to the 

Settings from the Home Page.  The password rules are as follows:  

 

 
 

After initial login, the system will allow the user to login either as user or an administrator.  

 WARNING  

 

A Health Care Practitioner (HCP) trained on the use of Doppler ultrasound is 

required to perform an exam using the NovaGuide 2 or NovaGuide 2 Traditional.  
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Overview of the NovaGuide 2 Procedure  

The following steps provide a general overview of the NovaGuide  2 procedure. Refer to the 

following sections for more information about each of these steps.  

 

¶ System Prepar ation  

¶ Patient Selection   

¶ Exam Selection  

¶ Patient  Setup for a n Exam (NovaGuide 2 Only)  

¶ Perform ing an  Exam 

¶ Probe Pod Controls  (NovaGuide 2 Only)  

¶ Quick Release Procedure (NovaGuide 2 Only)  

¶ Post Exam Procedure  (NovaGuide 2 Only)  

¶ Power Down  

¶ Transport  

¶ Cable Management  

 

System  Preparation  

This section outlines the steps to ensure the system is ready for use prior to performing an 

exam.  
 

1. Connect the power to a wall outlet  (100-240 VAC). 

¶ If a wall outlet is not available, the system will operate on battery power for 

up to 3 hours . The system will notify the user when 25% power is remaining.  

2. Lock the cartɅs wheels.  

3. Power  on the AIO by pressing the power button.  

4. Power on the DRU by pressing the power button on the DRU.  

¶ Confirm the DRU power button turns  green.  

5. Log into the system.  

6. Connect  probe (s): 

¶ If using the robot ic pro be pods  (NovaGuide 2 only ): Connect the probe pod  

cables from each probe pod to the appropriate DRU connectors.  Connect the 

TCD cables from  the probe pods to the appropriate  DRU connectors.  

¶ If using manual handheld probe(s)  (NovaGuide 2 or NovaGuide 2 

Traditional ): Connect the desired handheld probe(s) to the DRU connectors.  

Note: After selecting a cabling configuration on the Cable Connection Setup  

screen, do not  unplug /plug any cables until the live exam screen has been 

reached and the exam started. The user may still ɄDisableɅ a robot channel if 

desired. If a change in cabling configuration is necessary between the Cable 

Connection Setu p and Exam screens, select the ɈHomeɉ button, and start the 
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exam again. Then change cable configuration once the Cable Connection 

Setup screen has been reached.  

7. Connect the remote control to the DRU connector . 

8. Position the system to limit bending or straining on cables and connections.  

 

 

Patient Selection  

From the Home screen, select the method for adding your patient  via ɈNew Patientɉ, ɈSearch 

Patientɉ, or ɈWorklistɉ. 

 

 

¶ ɈNew Patientɉ for  enter ing new patient  information manually .  

¶ ɈSearch Patientɉ to find  an existing patient . Enter search information to find the  

patient . Highlight patient name  for options .  

¶ ɈWorklistɉ to find a patient added via your central network . Search by the 

patientɅs information or exam status . 

Notice : If an accession number or MRN is entered that corresponds with 

that of a patient in the Worklist, the patient will automatically be 

associated with their accession number or MRN in Worklist.  

¶ ɈSKIPɉ to start an exam prior to assigning it to a patient. 
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Exam Selection  

1. Select the exam you wish to conduct . See the Overview of NovaGuide  2 Exams section 

for more details on each Exam Type.  

 

 
 

2. To perform a unilateral exam  with one probe pod , disable the channel not in use by 

pressing the ɈDisableɉ button for that channel.  For handheld, only connect TCD  probe . 

 

 
 

3. Make connections as listed in the Prepare  section above. When all connections are made 

and the DRU is turned ON, the screen will update to show the connection status.  

4. Select ɈProbe Pod Checkɉ to use the robot or ɈManual  TCDɉ if you are running an exam 

with handheld probes.  

¶ If manual TCD is selected, exam screen will be displayed.  

¶ If probe  pod check is selected, a confirmation pop -up will be displayed. Select  

ɈProbe Pod Checkɉ on the pop -up to continue.  
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¶ The system will perform its self -test process to ensure the probes are working as 

intended. Upon completion, the system will continue to the next screen.  

¶ If the automated probe check fails, follow on screen directions then select  ɈTestɉ 

to re -test or select ɈSkipɉ to continue. (Probe Test results can be accessed through 

Settings -> Audit Trial  Report)  
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Patient  Setup for an Exam  (NovaGuide 2 Only)  

 

1. Open the NovaKit 2 Exam Pack, which includes the following non -sterile, single use 

items:  

¶ 4 registration dots  

¶ 1 padding for the head cradle  

¶ 1 padding for the forehead restraint  

¶ 2 probe pod covers  for the left and right probe pods  

 

2. Place registration dots into the patient on the outer corner of the eye and on the tragus 

of the ear  on both sides  (image a).   

Notice : Improper placement of registration dots may lead to suboptimal 

search performance . 

 

3. Apply ultrasound gel between the registration dots on each side of the patientɅs 

temporal region (image b) . Avoid getting gel on the registration dots.  

 

 WARNING  

If use of a  defibrillator is necessary during operation of  NovaGuide 2, remove the 

entire system from the patient , including headframe and head stabilizer , using the 

quick release procedure . 
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4. Set the head cradle  on a flat surface  and apply  paddings for the head cradle and 

forehead restraint.  

 

 
 

5. Carefully remove  each probe pods from the probe pod mounts and attach to the 

corresponding rails on the headmount base .  

 

 

6. Locate the probe pod covers and carefully cover each probe pod. Insert the probe s and 

the camera s through the designated cut outs . 

¶ Probe: Center opening  

¶ Camera: Corner  opening  
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7. Carefully rest the patientɅs head into the head cradle . Make sure that the top of the 

patientɅs head is in contact with the top of the head cradle. 

¶ For inpatients ɀ Slide the entire Patent Head Unit  (PHU) under the patientɅs head 

after making sure the area is flat  (no pillow)  

Notice :  

¶ For patients with long hair, make sure that their hair is untied and worn so that it 

does not obstruct their temporal region.   

¶ Make sure the patient Ʌs bed is lying flat or  reclined position no greater than 45 

degrees  with no pillow  under the PHU . 

8. Attach the forehead restraint  to the head cradle . Press the forehead restraint  button on 

the back of the head cradle to adjust position.  

9. Align head brace and cradle with center of head and chest.  Confirm symmetrical 

alignment with the head and nose using the laser .   

Notice: Symmetry is important to allow full robotic movement.  Asymmetric setup 

may result in improper probe contact with the patient.  

 

  

 

 

10. Press the ɈNextɉ button to advance to the Probe Pod Advancement  screen. 
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Probe Pod Advancement &  Registration : 

 

1. Lift the latch  and advance the probe pods so that the probes make firm contact with the 

patientɅs head.  

2. Turn down the latch  to secure in place  when  probe pod  indicator turns  green and 

ɈProbe pod is well positioned ɉ is displayed.  

3. Press ɈNextɉ. Next will become available when indicators display ɈReady for 

Registrationɉ. 

 

Probe pod status indicators  

¶ No light  - indicates that the probe is not contacting the patientɅs head. 

¶ Green  light  - indicate s that the probe is well positioned.  

¶ Yellow light  - indicated that the probe pods are pushed too far into patientɅs 

head. The screen will show  ɈProbe pod is too close ɉ with  a yellow  probe .  

Notice : If probe pod indicator is  yellow, pull the probe pods slightly back from the 

patientɅs head until it  turns  green.  

 

 



 

 

User Manual, NovaGuide 2 Intelligent Ultrasound and NovaGuide  2 Traditional (60 -00171, Rev N) 

 
33 

4. Confirm the  registration dots  are positioned  correctly  on the tragus and outer corner of 

the eye and are highlighted with a green outline.  

 

                     
 

Notice :  

¶ The image is a live video feed for immediate feedback.  

¶ Make sure the probe pod covers are not obstructing the cameraɅs view of the 

registration dots. If registration dots are not found status will display 

ɈRegistration Dots not Foundɉ and will not allow user to proceed to starting exam. 

¶ Ensure that bright reflections are not highlighted with a green outline and 

recognized as registration dots.  If non -registration dots are highlighted, 

reposition the head or alter the lighting conditions  so that registration dots are 

highlighted.  

¶ The dashed outlines provide the area s where  the cameras are searching to find  

each registration dot.  Each dot should be in its own box, however, in some cases 

depending on head size two dot s may be in the larger box that is towards the 

head cradle.  

¶ To align the best search and  robotically reachable area, maximize the green 

overlap between the blue trapezoid and yellow box. The overlay area is an 

approximation, fiducials  placed  on the far side of the image may be distorted and 

the lines may not be straight between registration dots.  

¶ Ensure the dots are as close to vertical as possible by tilting the patient chin . 

¶ The reachable area will not be accurate unless the probe pods have been 

advanced. ϥf the probe pods are moved away from the patientɅs head for any 

reason, they must be readvanced before alignment can be completed.  

¶ Firmly secure head from movement.  

¶ Position the brace above the patientɅs eyebrow. 

¶ Press the button on the back of the head cradle and keep holding while pushing 

down onto the forehead to secure the head clamp.  
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5. Press ɈStart Examɉ. The system will proceed to the exam screen and the robot will begin 

searching for signals.  

 

Performing an Exam  

Signal Search : 

1. Read the As Low As Reasonably Achievable (ALARA) precaution . 

 

 
 

 
 

Notice :  

¶ Before and/or during signal search , do not change the  TCD parameters  of the 

NovaGuide  2. Changing parameters may affect signal search.  

¶ During signal search, make sure that the patient remains still . Too much 
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movement within the PHU may affect signal search.  

¶ Advanced features may be used during or after signal search. Refer to 

Appendix D for detailed instructions on advanced features.  

¶ During an exam , to switch from  use of robotic to manual handheld probes  

(unilateral or bilateral) , the following sequence should be followed:   

1. Select Retract  in the robotic control(s) .  

2. Turn Probe Power off. Then unplug both robotic  TCD cables from the 

DRU.  

3. Plug in the manual handheld probe (s). For a unilateral  exam, plug in 

the probe to the unused port.  

4. Turn Probe Power on.  

¶ For unilateral and bilateral manual handheld exams, it  advised to unplug  TCD 

probes ONLY after  the exam is complete.  

 

2. Signal search will automatically begin. The status of signal search is displayed above 

each channel. While  searching the status will read ɈSearching for Signalsɉ. Signal search 

can be paused at any point during the process by pressing the ɈPauseɉ button. 

¶ In Monitoring, Bubble , and VMR/BHI exam types, auto signal search will evaluate  

signals at depth s between 45 -60 mm with flow towards the transducer . 

¶ In Complete  and Morphology  exam types, auto signal search will evaluate signals 

at depths  between 45-65 mm signals. 

¶ Exam recording will start automatically,  and a timer will then be displayed 

showing the exam  recording  time . This button can be selected again to pause the   

exam recording , if needed . 
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3. The status of signal search will change to  ɈTracking Signalɉ when the search is complete 

and track signals will be shown on the located signals menu.  
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Probe Pod Control s (NovaGuide 2 Only)  
 

 
 

Feature  Description  

1. Workspace  The gray box indicates the area in which it is possible for the 

probe to move.  The robot  is confined to  this  and is unab le to  

exceed the bounds of this workspace.  

2. Search Area The orange  rectangular area, as defined by registration 

images for the tragus and eye corner , where the probe will 

search during the corresponding scan. The robot will only 

search within the bounds of this area. If this area does not 

fully overlap the workspace, the robot may not be able to 

reach signals that would otherwise be found in the non -

overlapping area.  

3. Cursor  The green arrow within the search area that shows the 

position and angle of the probe. Use the mouse or touch 

screen to move the probe within the search area  while 

manually controlling the robot . 

4. Posterior  and Anterior 

Probe Angle  Control s 

Use the left and right buttons  on the bottom of the 

workspace to angle the probes posterior or anterior  for 

manual mode robotic probe pod control.  Note: a quick tap  

will increment at 1.5 degrees, a longer press and hold of ~1 

second will increment continuously at 2-degree  increments.  
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Feature  Description  

5. Superior  and Inferior 

Probe Angle  Control s 

Use the up and down  buttons  on the workspace to angle the 

probes inferior or superior  for manual robotic mode probe 

pod control.  Note: A quick short press will increment at 1.5 

degrees. A longer press and hold of ~ 2 second  will 

increment continuously  at 2-degree  increments.  

6. Search / Next  and 

Searching 

Will scan for signal s and lock  onto a vessel  when a strong 

signal is found (all exams except complete  and morphology ). 

If tracking a signal , another signal may be sought by pressing 

ɈSearch / Nextɉ.  

Note : For  complete and morphology exam types , search will 

list all vessel s found within the search time  upon completion 

of preset search time.   

7. Add Signal Commands the system to pause the signal search and track 

the signal at the current position. A local search  is 

performed as needed to maintain the signal level.  

The signal will be added to the local signals list.  

Note: Add Signal is not available at depths  >87mm.  

8. Local Search A fine search will be conducted at the current probe position 

for up to 4 minutes.  This is for optimizing signals after the 

robot is already in the vicinity of a signal.  

9. Pause and Resume Will hold the probe in current position and will display 

ɈResumeɉ option while robot movement is paused . When 

resume is pressed , the device will return to its  previous  

search state.  

10. Retract and Engage Retracts probe pods from contact with patient head. Engage 

returns probe pods to previous position on patient.  

11. Located Signal Lists signals found during search. Selecting a signal from the 

list will send the robot to its location to track the signal.  

 

Manual Robotic Mode  Control for the Probe Pod s 

To activate the manual  robotic  mode, start by angling the probe with its up, down, left, right  

controls  or press the gray workspace to move the probe to the desired location. During this 

time, signals may optimize on the NovaGuide 2 by manually adjusting its parameters.  
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The green arrow will extend in length as the slider is further from the slider's center point, 

indicating an increase in angle. The arrow will shorten in length as it is brought back to the 

center, showing a reduced angle. The tip of the green arrow indica tes the tip of the probe.  

 

 

Quick Release Procedure (NovaGuide 2 Only)  

If the patient needs to be quickly removed from the PHU at any time during an exam, follow 

the steps listed below:  

 

1. Press the red ɈABORTɉ button. 

  
 

2. Remove the forehead restraint  by pressing the release button on the  head cradle . 

 

3. Carefully lift the patientɅs head from the PHU and slide the PHU away from the 

patientɅs head. 

 

Post Exam Procedure  (NovaGuide 2  Only ) 
 

Releasing Patient  

1. Press the ɈExit Examɉ or ɈHomeɉ button on the bottom of the screen and confirm 

exiting . Upon confirmation , probes  automatically  move away from the patient.  

2. Remove the forehead restraint . 

3. Lift latch es on the probe pods  to loosen , pull the probe pods to the edge of the 

railings , and turn down the latch es to  lock the  probe pods  in place . 

 

 

Caution: Make sure that the latch is down to secure the probe pods to the 

railings to avoid harm to the user or patient, or accidental damage to the 

device. 

 

4. Carefully lift the patientɅs head from the PHU and slide the PHU from the patientɅs 

head.  

5. Clean ultrasound gel from patient.  
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Disposal and Cleaning for NovaGuide 2  

1. Remove patient comfort padding and probe pod covers  and dispose of them.  

 

 

Caution: Care should be taken while removing probe pod covers to avoid 

damage to probes.  

 

2. Clean the probes and other external surfaces of the PHU components using a clean 

damp cloth.  

 

 

Caution: Do not  use alcohol wipes on probes as this may cause damage 

or deterioration of the probe transducers.  

 

Power Down  

To power down  NovaGuide 2 or NovaGuide 2 Traditional : 

 

1. All -in -One PC: Use the power button on the Home and Login screens to  shut down , 

or p ress and hold the power button  for at about  3 seconds for a soft shutdown . A 

press of  10 seconds will force  a hard shutdown .   

 

2. DRU: Press the power button .   

  

 

Transport  

The systems are  mobile , cart -based ultrasound system s. To transport : 

  

1. Follow the procedure described in the Power Down  section . 

2. Carefully unplug the AC  adapter from the AC power outlet  and store on the cart . 

3. The system can be transported via mobile cart to the desired destination . 

 

 

Caution: Lower cart to its lowest position before transporting to avoid the 

potential of tipping the cart . 

 

4. Follow the procedure s described in the Setup section.  
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Cable Management  
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4. Overview of NovaGuide  2 Exams  
Diagnostic Type Exams  (Complete  and Custom Exam s) 

1. Exam recording will start automatically,  take snapshots to capture velocities at 

different depths.  

2. Use the vessel dropdown  on the screen or the up/down arrows on the remote to 

change vessels. 

3. After all desired vessels are interrogated and desired snapshots taken, select ɈExit 

Examɉ to review  the exam . 

4. The display will advance to Exam Review : Snapshots. 

5. In Complete  and Custom exams, if Emboli Detection is turned On, emboli  are 

detected automatically  without corresponding snapshots.  Additional snapshots (e.g., 

snapshots for observed emboli) can be captured using the exam replay snapshot 

feature (see section on Exam Replay).  

6. Select the desired snapshots and videos to be included in the report.  

Notice : To select all snapshots or to select all videos, select the icon at the top 

of the associated column.  

7. Delete snapshots as desired. Note that there is no option to select all snapshots for 

deletion.  

8. Select ɈNextɉ to advance to Exam Review: Report . 

9. Enter the Accession #, Blood Pressure , Referring Provider, Indications, and 

Technique/Description , as needed. 

10. Add report notes.  

11. Select ɈSaveɉ. 

12. Select ɈGenerate Report ɉ to preview the report.  

13. Select ɈExportɉ to export the report via the following options  (if available) :  

a. PACS 

b. Network Drive  

c. USB 

d. NS Cloud 

Notice : If NS Cloud is configured, selecting Network Drive, PACS, and USB will 

also upload an exam to NS Cloud. 

14. Report can also be printed with ɈPrintɉ button on Patient Report screen 

15. The operator may continue performing exams while export is ongoing.  Exams in the 

export queue can be canceled or re -prioritized by the user.   
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a. The export will automatically pause during the following operations :  

¶ During a live exam  

¶ During editing of settings  

b. The user will be prompted to pause, cancel, or allow the export to finish if the 

following operations are attempted:  

¶ Refreshing Worklist  

¶ Viewing or printing a report thatɅs in progress 

c. The user will be prompted to cancel or allow the export to finish if the following 

operations are attempted:  

¶ Editing a patient  

¶ Reviewing an Exam 

¶ Resuming/Starting an exam  

¶ Deleting a patient or exam  

¶ Deleting a custom protocol  
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Monitoring Type Exams (Monitoring, VMR, Bubble , and 

Morphology ) 

1. Exam recording will start automatically . 

2. Select the desired channel on the screen or select the side arrows on the remote to 

adjust TCD parameters for each channel.  

3. User events can be added for all exams , except VMR type exams . 

4. The M-mode can be toggled with a velocity trend plot for Monitoring, VMR, Bubble , 

and Morphology  exams. 

5. Snapshots can be taken to capture specific events in all exams except VMR. 

6. In a Bubble Study, ɈRestɉ and ɈValsalvaɉ events are available for user selection. Upon 

user selection, a 60-second recording will begin. Allow recording to complete to 

enable Shunt Grade Assist.  The user can stop  the recording early by pressing the 

stop button.   

7. In monitoring  exams, emboli are detected automatically for post -exam review while 

the exam is being recorded  with corresponding snapshots.   In the emboli tab, select 

emboli events to save as a snapshot or mark as an artifact.  

8. In Bubble,  and Morphology Exams, if Emboli Detection is turned On , emboli are 

detected automatically  without corresponding snapshots.  Additional snapshots (e.g., 

snapshots for observed emboli) can be captured using the exam replay snapshot 

feature (see section on Exam Replay).  

9. In VMR exams, ɈBaselineɉ, ɈCO2 Startɉ, ɈCO2 Stopɉ, ɈHV Startɉ, ɈHV Stopɉ, ɈBH Startɉ, 

and ɈBH Stopɉ events may be available for user selection. Upon user selection, the 

system will bookmark those events in time and display marks in exam replay for 

when those events occurred.  

10. In a Morphology exam, the system will automatically find appropriate signals and 

perform 30 -second  recordings on the left and right channels for TCD morphology 

metrics  in NovaGuide View. Alternatively, the user can manually record 30 -second  

recordings for the right and left channel.  

Not ice: NovaGuide View  is required to produce TCD morphology metrics . 

 

11. When the exam is completed select  ɈExit Examɉ. The display will advance to Exam 

Review screen. 

12. Select any  snapshots , user events , or videos to be included in the report.  

Notice : To select all snapshots or to select all videos, select the icon at the top 

of the associated column.    

13. Delete snapshots as desired.  Note that there is no option to select all snapshots for 
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deletion.  

14. Select ɈExam Replayɉ to display the recording of the exam.  

Notice : This feature is not available for VMR exams.    

 

15. Select the back arrow to return to the Exam Review: Snapshots page.  

16. Select ɈNextɉ to enter report data. 

17. Select ɈGenerate Reportɉ to preview the report. 

18. Select ɈExportɉ to export report via the following options:  

a. PACS 

b. Network Drive  

c. USB 

d. NS Cloud 

      Notice : If NS Cloud is configured, selecting Network Drive, PACS, and USB 

will also upload an exam to NS Cloud. 

19. Report can also be printed with ɈPrintɉ button on Patient Report screen 

20. The operator may continue performing exams while export is ongoing.  Exams in the 

export queue can be canceled or re -prioritized by the user.   

a. The export will automatically pause during the following operations :  

¶ During a live exam  

¶ During editing of settings  

b. The user will be prompted to pause, cancel, or allow the export to finish if the 

following operations are attempted:  

¶ Refreshing Worklist  

¶ Viewing or printing a report thatɅs in progress 

c. The user will be prompted to cancel or allow the export to finish if the following 

operations are attempted:  

¶ Editing a patient  

¶ Reviewing an Exam 

¶ Resuming/Starting an exam  

¶ Deleting a patient or exam  

¶ Deleting a custom protocol  
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Performing Multiple Exams  

When the intention is to perform multiple exams with the same patient, it is possible to end 

one exam type, and start a new exam associated with the same patient.  When doing this for 

robotic exams, you are able to skip the patient setup and registration steps for subsequent 

exams. 

To achieve this flow, the following steps  must be followed:  

1. Start an exam that is already assigned to a patient .This can be from the Patient 

Search, Patient Records, or Worklist screen.  

2. When finished with the first exam, exit the exam by clicking the ɉExit Examɉ button, 

and select ɉStart another Examɉ 

 

3. The system will display the Patient Records screen, and a new exam can be started, 

by clicking ɉStart Examɉ. The user can also select a Scheduled exam, and start that 

instead.  

4. The system will then allow the user to choose a new  Exam Type for the subsequent 

exam. 

5. Once selected, the system will progress directly to the Exam Screen. 

a. When performing back to back robotic exams, the system will first progress to 

a loading screen, as robotic data is transferred between exams. No user 

interaction is required.  
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The user is free to perform as many subsequent exams as necessary . When completing the 

final exam and selecting ɉExit Examɉ, the user will be returned to the Patient Records screen, 

at which point any exam can be selected for review.  

  



 

 

User Manual, NovaGuide 2 Intelligent Ultrasound and NovaGuide  2 Traditional (60 -00171, Rev N) 

 
48 

5. Settings  
Exam  

 

 
 

Layout and color   
 

There are four options for the exam layout. Select the preferred option:  

1. Spectrogram on the top, M -mode on the bottom,  

2. M-mode on the top, spectrogram on the bottom (default) , 

3. Spectrogram only, or  

4. M-mode only  

 

Select the preferred M -mode Depth Direction option:  

1. Box unchecked: Y -axis increasing in value, or  

2. Box checked: Y-axis decreasing in value  

 

Select the preferred color  preferences  option for the spectrogram  and sweep line color . 

 

Select Snapshots and /or  Screenshot to  be included in the report by checking the Ɉϥnclude 

Screenshot ϥmagesɉ and/or Ɉϥnclude Snapshot ϥmagesɉ check box . When checked, they  are 

printed two per page in the report.  

 

Select Mean Velocity Trend Plot to include in Monitoring and Complete Exam reports.  
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Complete Exam Custom Protocols  
 

Protocols can be customized for complete exams. Users can select the desired vessel 

sequence for the exam  and define the starting depth and power for each vessel.   

 

Choose a unique name for the protocol.  Selecting ɈAddɉ will display a vessel option box and 

selecting the down arrow will display the entire vessel list. Select the vessel, then choose the 

starting depth and power.   

 

The full list of selectable vessels can be found in the table below:  

 
Right Vessels  Left Vessels  Basilar Vessels  

RACA* RMCA 1 LACA* LMCA 1 BASILAR* 

RACA prox RMCA 2 LACA prox LMCA 2 BASILAR prox 

RACA mid ROPTH* LACA mid LOPTH* BASILAR mid 

RACA dist RPCA* LACA dist LPCA* BASILAR dist 

RACA 1 RPCA 1* LACA 1 LPCA 1*  
RACA 2 RPCA 2* LACA 2 LPCA 2*  
RBIFUR* RSIPHN* LBIFUR* LSIPHN*  
RECA RTICA* LECA LTICA*  
REXT VERT  RUNKN* LEXT VERT  LUNKN*  
RICA* RVERT* LICA* LVERT*  
RMCA* RVERT prox LMCA* LVERT prox  
RMCA prox RVERT mid LMCA prox LVERT mid  
RMCA mid RVERT dist LMCA mid LVERT dist  
RMCA dist  LMCA dist   

* Available vessels in the default protocol with auto  depth and power settings   

 

Continue the sequence to complete the protocol, then select ɈSaveɉ. 

 

  

 

Notice : If a custom protocol is not created by the user for the Complete exam, then 

the  default protocol is use d by the system .   

 

 

Caution: Use caution when deleting custom protocols. Any completed exams with  

that custom protocol will be deleted with the deletion of the protocol.  

 

Bubble Exam  
  

Select desired setting for bubble exam  shunt grading scale  and Shunt Grade Assist. The user 

can select between International Consensus Cr iteria (ICC) scale or Spencer Logarithmic Scale 

(SLS).  
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Exam Review  
 

Users may also enable  the system to automatically pre -select snapshots with the maximum 

mean velocity for each vessel type . This occurs after exiting the exam and navigating on the 

exam review screen s.  

 

Emboli Detection  
 

Set the default behavior of the Emboli Detection button in the Exam Screen for Complete, 

Bubble, and Morphology exams.  

 

 

Notice: Default cannot be changed for Monitoring Exam.  Emboli Detection is on 

when entering a Monitoring Exam.  

 

 

Export  
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PACS  
 

Notice : Contact NeuraSignal  Customer Service and Support  to setup  advanced 

network configuration using the contact information on page 2 of this User Manual.  

 

The Server Address, Port ID, Remote AE , and Local AE can be entered. Select ɈTest 

Connectionɉ, to ensure a proper connection , then select ɈSaveɉ. 

 

DICOM SR 
 

The Server Address, Port ϥD, and Remote AE can be entered. Select ɈTest Connectionɉ, to 

ensure a proper connection, then select ɈSaveɉ. ϥf same as PACS, can copy setting by 

enabling the checkbox. When an exam is exported to PACS, values will be simultaneously 

exported the structured reporting program if DICOM  SR is configured. The DICOM SR output 

uses a configurable DICOM coding scheme designator (SCT, SRT, or Legacy), as defined in 

the export settings, to support compatibility with PACS.  

Only the highest v elocity snapshot for each vessel will be included for export to DICOM SR . 

 

 Caution: Connection of the system  to an IT network that includes other equipment 

could result in previously unidentified risks to patients, operators, or third parties. 

Healthcare facilities should identify, analyze, evaluate, and control these risks. 

Subsequent changes to the IT network could introduce new risks and require 

additional analysis. Changes to the IT network include changes in the IT network 

configuration, co nnection of additional items to the IT network, disconnecting items 

from the IT netwo rk, update of equipment connected to the IT network, and 

upgrade of equipment connected to the IT network.  

 

Network Drive & USB  
 

Input the desired network path, enter the username, enter the password, and select ɈTest 

Connectionɉ to verify the network path. Select the desired file types using the checkboxes 

and select ɈSaveɉ.   

 

Logging  

To assist with troubleshooting, N euraSignal Customer Service  and Support  may ask for log 

files. Log files can be gathered by following the steps below:  
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1. Turn the DRU power OFF.  

2. Insert a USB drive (minimum 8GB) into one of the AIO computer  USB ports. 

3. From the Home screen, select ɈSettingsɉ.  

4. Select the ɈLoggingɉ tab. 

5. Select the ɈExportɉ button for error logs. 

6. The file explorer will pop -up. Select the USB drive that was inserted in Step 2. 

7. Select ɈOKɉ. 

8. Wait for logs to completely transfer.  

9. Remove the USB drive from the USB port.  
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NS Cloud (Also  known as NovaGuide View ) Configuration 

Setup  

This section is only applicable to systems that are configured with NovaGuide  Viewɞ. This 

section can be referenced to modify  setup parameters if instructed by N eura Signal 

Customer Service and Support .  For additional information, refer to the NovaGuide View 

User Manual.  

 

To set up communication with NS Cloud, go to: 

 

Settings ɀ NS Cloud  

 

 
 

On this screen, enter the API Server Address  provided by NeuraSignal Customer Service and 

Support. Select ɈTest Connectionɉ, to ensure a proper connection , then select ɈSaveɉ. 

 

Select the appropriate upload option.  

 

Select to enable or disable streaming option . 

 

Select Essential or Mirror streaming mode.    
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Note: Essential Streaming provides limited live-exam streaming data.  Mirror Streaming 

provides all  available live-exam data, including M -Mode and Spectrogram.  

 

Notice : Upload or streaming  will not be successful if the system  is not connected to 

the internet.  

 

Regional  

Date and time can be adjusted as well as page format, language , and number format. In 

addition, a  header for reports can be created as a portable network graphic (PNG) and 

entered at:  

 

Settings ɀ Regional ɀ Logo Image File  

 

Robot Search for NovaGuide 2  

        

 

Search time can be adjusted using the slider bar in increments of 1 minute . In addition, 

signal evaluation time can be configured to extend or limit how long the system evaluates 

each signal that it locates during search.  

Signal evaluation time controls how long the robot evaluates a given signal before capturing 

it or searching for the next signal. A longer evaluation time generally results in higher quality 

data but increases exam time.  Note that the automatically captur ed signals have a video 

duration equal to the signal evaluation time.  
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The Automatic Snapshot setting enables or disables automatic snapshot capture during 

applicable exams. Users may turn this setting ON or OFF  based on exam requirements.  

Note: When Automatic Snapshot is turned OFF, automatic snapshot capture is not 

performed, and eventually Automatic Depth -Walk is disabled.  

The applicable exam  types for Automatic Snapshot are indicated directly in the user 

interface, as shown in the figure  (Robot Search Tab) above. 

Automatic depth walk can be toggled on or off. Automatic depth walk is available in robotic 

complete , custom  and morphology exam types only. While automatic depth walk is active, 

at each evaluated signal, the robot will automatically capture data at each depth along the 

vessel. The robot will automatically optimize each depth before capturing the signal. 

Activating automatic depth walk collects more data (i.e., snapshots, screenshots, videos, 

and/or vessel values) but consequently increases exam time.  Duri ng exam review, ensure 

that the vessel labels for automatically collected snapshots are correct.  

While automatic depth walk is toggled off, the device will not collect data at multiple depths 

for a given signal without user intervention.  

Depth walk size controls the increment at which the robot changes depths along an 

evaluated vessel. A smaller depth walk increment will produce a greater number of more 

closely spaced data points but will increase exam time.  

 

Serial Out  

Use this tab to adjust the communication port that will be chosen to export serial data.   

 

System  Backup, Restore, and Upgrade  

Use this tab to initiate a system upgrade  if provided by N euraSignal.  

The backup/restore functionality allows users to save data and restore it on another system  

using the following steps:    

 

Steps to backup:  

1. Plug in USB  

2. Navigate to Settings > System > Backup  

3. Select items that you want to backup  

o Settings 

o User Login  

o Custom Protocol  

o Custom Notes  

o Patients  

o Exams 
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4. Select USB 

5. Screen will show status until it is complete  

 

Steps to restore:  

1. Plug in USB 

2. Navigate to Settings > System > Restore  

3. Select USB and open backup file  

4. Select items to restore  

5. Screen will show status until it is complete  

 

Notes:  

¶ In order to restore, the system must not have any  patients, exams, additional users, 

or custom protocols.  

¶ Custom notes can be restored and the  previous  notes will not be overwritten by the 

restore . 

¶ Admin and service tech passwords, serial number, cloud key, and Wi-Fi network are 

not overwritten by a restore . 

¶ If the data is over 4GB, the USB must  be formatted  in NTFS. 

 

 

User  
 

New Users  
 

New users can only be added by an administrator.  

¶ From Home screen, select ɈSettingsɉ.  

¶ Select the ɈUserɉ tab. 

¶ Select the ɈManage Usersɉ button.  

¶ Select ɈNewɉ. 

¶ Enter the userɅs First Name, Last Name, Login Name,  and Password.  

¶ Select ɈCreateɉ. 

 

Edit User  
 

When the user information needs to be corrected or updated perform the following steps:  

¶ Select the user to be edited.  
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¶ Select ɈOpenɉ.  

¶ Update the appropriate information.  

¶ Select ɈSaveɉ.  

 

Delete User  
 

When it is desired to delete a user perform the following steps:  

¶ Select the user to be deleted.  

¶ Select the ɈDeleteɉ button. 

¶ Select ɈYesɉ to confirm user deletion. 

 

Wi-Fi 

To connect to Wi -Fi first turn the toggle switch to ON. Select ɈRefreshɉ if needed and choose 

your desired network from the drop down.  Enter the credentials if necessary and select 

ɈOKɉ.  

 

Worklist (MWL)  

The modality worklist  server address, Port ID, and Remote AE can be entered. Select ɈTest 

Connectionɉ, to ensure a proper connection , then select ɈSaveɉ. ϥf PACS is configured the 

Local Application Title will be prefilled.  

 

Forgot Password  

ϥf a user or administrator forgets their password, selecting the ɈForgot Passwordɉ link on the 

Login page will bring up a pop -up with password reset instructions.  

¶ Users should contact their Administrator to edit a user. 

¶ Administrators will need to cont act NeuraSignal  Customer Service and Support to 

arrange a service visit.  

o Phone: +1 877-638-7251 ext. 3  or +1 310 -819-1676 ext. 3  

o Email: support@neurasignal.com  

  

mailto:support@neurasignal.com
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6. Patient Information  
Patient Search  

The ɈPatient Searchɉ screen enables  searching for patient exam records stored. Patient 

exam records can be searched for using various fields:  

¶ First Name  or  Last Name 

¶ Accession Number  

¶ MRN 

¶ Date of Birth  

 

Each field is active so that searches begin upon entry of data. For example, when entering  a 

patientɅs first name, the system will start searching the first letter entered, then the second , 

and so on until entry of the first name is complete.  

 

To see all listings in a field, simply delete all items entered in a field. For gender, the female 

or male buttons can be selected. To display both female and male patient exam records, 

select the selected button once more to clear the selection.  

 

New Patient  

To enter information for a new patient, select the ɈNew Patientɉ button on the patient 

search screen. The system will navigate to the Add/Edit Patient  screen. Enter the desired 

patient information.  

 

 Notice : the fields with the red Ɉ*ɉ must be filled out. Select ɈSaveɉ to continue. 

 

 

Delete Patient  

To delete a patient exam record, select the patient and select the ɈDeleteɉ button. Select 

ɈYesɉ to confirm the deletion. 

 

Notice:  all exam records associated with the patient will be deleted, including all 

reports.  
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7. Exam and Exam Review Screens  
Exam Screen  
 

Unilateral Exam Screen  
 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

  

Search Settings  

The icon allows 

changes to search 

settings.  

 

Emboli and 

Envelope 

Toggle  

 

Manual Depth 

Walk Button  

TIC 

This is an estimate 

of a rise in bone  

temperature due 

to acoustic power.  
Vessel & 

Depth  
Exam Type  Icon  

Home  

The icon returns 

the display to 

the home 

screen. 

 

Date & Time  

 

Lock Screen  

In the event of an 

interrupted exam, this 

icon will lock the screen 

until the user returns . 

 

Volume  

This is a 4-

way volume  

toggle . 

Battery 

Status  
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Bilateral Exam Screen  
 

 

  

Emboli Count  

User Events  

When this icon 

is present, the 

user can add 

event notes 

during an exam . 

 

Probe Power Indicator  

The probe icons indicate that 

the probe is active. The icon will 

be greyed out if the probe is 

inactive.  

M-mode/ 

Velocity 

Trend Toggle  

When this icon 

is present, the 

M-mode 

display can be 

toggled to 

display velocity 

trend lines . 

 
Active Channel  

The Ɉactiveɉ channel is 

highlighted and the TCD 

parameters for this 

channel can be adjusted . 
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M-Mode Display  
 

 
 

The M-mode display shows the direction and intensity of the blood flow velocity for the 

corresponding depth range. Red indicates blood flow toward the insonating transducer 

probe. Blue indicates blood flow velocity away from the insonating transducer probe. 

Brigh ter colors indicate greater intensity of the signal. The sample depth is displayed as a 

horizontal line on the M -mode graph.  

 

Spectrogram Display  
 

 
 

The spectrogram display shows the Doppler spectral waveform of the blood flow velocity at 

the sampled depth.   

 

Note:  The mean velocity is calculated by averaging the velocities from spectrogram data  

whether the ñEnvelope Visibilityò toggle is on or off.   
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Velocity Displays  
 

 
 

During  exams, four  velocity measurements and calculations are displayed.  
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Exam Review  

The review screen will allow the user to review a completed exam recording session, add 

notes, and select exams for report. User may also playback snapshot, entire exam, or edit 

snapshot filters (e.g ., gain) from this screen.  Upon hitting next to review the report.  

 

Exam review is accessed by exiting the exam, selecting ɈReviewɉ on the Worklist screen, or 

through editing  the patient records. Exam review will have ɈSnapshotsɉ or ɈEventɉ on the 

right -hand side and the snapshot on the right. Note, a bilateral exam will display the pair of 

snapshots in the corresponding tabs on the right -hand side.  

 

Snapshots may be edited by selecting the Edit button on each snapshot.  

 

Complete  Exam Review  
 

 

 

 

 
 

 

 

 

 

 

 

 

Snapshots  

A snapshot is 

placed in pairs 

when in bilateral 

mode for that 

time . Select each 

tab to review that 

snapshot event, 

edit, change vessel 

type, or add notes.  

   Snapshots List  

Includes Snapshot, Events (bookmark), and Freeze. Selecting the check marks under 

the camera icon will export the data and snapshot. Selecting the video will export the 

snapshot video recording. User may also delete the snapshot pairs from this panel.  

Edit Button  

Allows the user to 

edit snapshot 

values. 

Total  Emboli Count  

Total count of auto generated  emboli  in channel(s) . 

Applicable for Complete, Custom, Morphology, Bubble 

Exams. 
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Monitoring  Exam Review  
 

Emboli  List  

A list of auto -generated emboli events is captured during the exam. These emboli can be viewed 

and added as snapshot. They can also be marked as artifact. If marked as artifact, this will subtract 

it from the total emboli count.  

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Emboli  

Emboli will be 

marked with an 

orange or green 

triangle. The 

subsequent emboli 

will be in white. 

Those in the white 

are also in the list in 

chronological order.  

Total Emboli Count  

Total count of auto 

generated Emboli in 

channel(s) . 
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Bubble Exam Review  
 

 

 

 

 
 

 

 

 

 

 

 

The bubble  exam review will  allow playback  of  the full 60 seconds and enter bubble counts .  

The sweep can also be adjusted during playback. A bilateral playback is available when 

played through the ɈEventsɉ tab.   

 

 

Shunt Grade Assist  

Timeline will include 

a bar for the area of 

intensity identified 

as Ɉbubble regionɉ 

where bubbles may 

be found.  

Bubble Counts  

Count for the side 

displayed may  be 

entered.  

Bubble Study Events List  

Includes Rest and Valsalva event recording. Allows user to select the event data video will export the 

snapshot video recording. User may also delete the snapshot pairs from this panel.  

Emboli Count red notification on Exam Reply button  

Exam Reply button will display the  emboli count in red when  auto generated emboli 

are detected . This count disappears once Exam Replay is visited . Applicable for 

Complete, Custom, Morphology, Bubble Exams.  
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Morphology  Exam Review  
 

 

 

 

             
 

  

   Recordings  List  

A list of auto -generated or manual record ings is captured during the exam. These recordings will 

allow generation of TCD morphology metrics  when exported to NovaGuide View.  
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Exam Replay  
 

Exams are all recorded and can be replayed in post -processing.  

 

 
 

Play, Pause, Fast Forward, and Rewind buttons enable review of the recorded exam.   

 

The snapshot icon can be used to take a snapshot from the recording.  

 

Notice : In order t o prevent snapshot timing issues, press play on exam replay prior 

to taking a snapshot . 
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Shapes are associated with the type  of snapshot.  

¶ Circles indicate when a snapshot was taken  

¶ Squares show when an event was entered  

¶ Triangles show when an emboli was detected  

 

Color is associated to the channel (TCD 1 /Right  or TCD 2/Left ) 

¶ Orange  = TCD 1/Right , Green = TCD 2/Left  

 

In addition, emboli detection toggling markers are displayed  on playback slider : 

¶ Blue Rectangle = On, Red Rectangle  = Off  

 

Notice : If multiple events happen in rapid succession, they may appear as one event 

on the exam replay bar.  
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Review Report  

The screen below is an example of the ɈReview Reportɉ. After all data is selected this screen 

will allow capture of additional notes/information and to ɈGenerate Reportsɉ. 

For a Complete exam, select the ɈMean Velocity Trend ɀ Dailyɉ checkbox  to include the daily 

mean velocity trend in the report.  

For a Monitoring exam, select the "Mean Velocity Trend" and "Emboli Data" checkboxes  to 

include those in the report.   

 

Emboli Data  
Auto Count : Auto-detected  emboli count per channel  (non -editable)  

Manual Count : Manual emboli count  can be entered  in addition to the automatically 

detected  emboli count.  

 

Notice : Users should follow hospital's best practices for data entry and review of 

information prior to finalizing patient reports . 

 

 
   

  

Emboli Data  
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8. Scanning Controls  
Acoustic Power  
 

 
 

The ɈProbe Powerɉ ON/OFF control toggles the ultrasound energy on or off.  When the 

ultrasound energy is on, the spectrogram and M -mode will actively display data. When the 

ultrasound energy i s off , the spectrogram and M -mode will stop displaying data.  

 

Power Adjustment  
 

 
 

The ɈPowerɉ control sets the acoustic power. The power is adjustable from 0 to 100% in 

increments of 10%. This can be adjusted from the screen or from the remote control.  When 

the power icon on the screen or the power button on the remote is selected, the power 

adjus tment scale appears on the screen.  The adjustment window can be closed by pressing 

anywhere outside of the adjustment window or it will close after 5 seconds of inactivity.  
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Gain  
 

 
 

The ɈGainɉ control adjusts the intensity of the spectrogram display. The gain is adjustable 

from 0 to 100 in increments of 10 and 1. This can be adjusted from the screen or from the 

remote control. When the gain icon on the screen or the gain button on the remote is 

selected, the gain adjustment scale appears on the screen.   

 

The adjustment window can be closed by pressing anywhere outside of the adjustment 

window or it will close after 5 seconds of inactivity.  
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Delta   
 

 
 

The ɈDeltaɉ function calculate s the difference of mean CBFV from the baseline as a 

percentage when the function is enabled . The baseline is set by the selection of the delta 

button . The delta value automatically updates and is displayed below the power and gain.  

 

During snapshot freeze, or when the mean , flow direction,  or envelope is  adjusted, the delta 

value will automatically update based on those adjustments. If snapshot freeze is cancelled, 

the baseline will revert to the baseline that was set before snapshot freeze and delta will 

automatically update.  
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Filter  
 

 
 

The ɈFilterɉ control adjusts the clutter filter cutoff frequency. For signals that have low 

frequency elements , the filter can be adjusted to screen out those elements . This can be 

adjusted from the screen by selecting the filter icon. Once selected, the filter adjustment 

scale appears on the screen.   

 

The adjustment window can be closed by pressing anywhere outside of the adjustment 

window or it will close after 5 seconds of inactivity.  

 

There is no filter button on the remote.  
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Sample Volume  
 

 
 

 

The ɈSample Volumeɉ adjusts the width of the sampling gate, around the selected depth, 

that contributes to the spectrogram computation.  This can be adjusted from the screen or 

from the remote control.  When the sample volume icon on the screen or the sample 

volume button on the remote is selected, the sample volume adjustment scale appears on 

the screen.   

 

The adjustment window can be closed by pressing anywhere outside of the adjustment 

window or it will close after 5 seconds of inactivity.  

  



 

 

User Manual, NovaGuide 2 Intelligent Ultrasound and NovaGuide  2 Traditional (60 -00171, Rev N) 

 
75 

Scale  
 

 
 

The ɈScaleɉ adjusts the spectrogram maximum velocity range on the vertical axis. The range 

is defined as the difference between the maximum and minimum velocities that can be 

displayed.   When the scale button is selected on the screen or remote, the vertical axis of 

the spectrogram display can be adjusted to capture the full velocity envelope and 

spectrogram on the display. Changing the scale will simultaneously change the filter value to 

the default filter value associated with that scale value.  

 

Notice : Some scale values may not be available for higher depth ranges . 

 

The adjustment window can be closed by pressing anywhere outside of the adjustment 

window or it will close after 5 seconds of inactivity.  

 

In Monitoring Exam, there are two sets of scales available depending on if Emboli Detection 

Toggle is On or OFF: 

¶ Emboli Detection Toggle ON: 77, 154, 308 cm/s  

¶ Emboli Detection Toggle OFF: 48, 96, 192, 240, 308, 385 cm/s  

 

In Complete (and Custom), Bubble, Morphology Exams, the scales available are:  

¶ 48, 96, 192, 240, 308, 385 cm/s  

 

Notice: Emboli Detection is only available at scale 308 cm/s for Complete  (and 

Custom) , Bubble and Morphology Exams  
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Sweep Speed  
 

  
 

The ɈSweep Speedɉ is used to adjust the horizontal axis of the spectrogram and M -mode 

display and can be used to capture the desired spectrogram waveforms. The sweep speed 

can be toggled from 4, 8 , and 12 seconds.  

 

Depth  
 

  
 

The ɈDepthɉ setting adjusts the depth or distance away from the probe (in mm) at which the 

velocity spectrogram is produced.   

 

The depth box on the M -mode display can be dragged up and down to change the depth.   

 

From the remote, the depth is changed by using the depth button.   



 

 

User Manual, NovaGuide 2 Intelligent Ultrasound and NovaGuide  2 Traditional (60 -00171, Rev N) 

 
77 

Baseline  
 

  
 

The ɈBaselineɉ adjustment is used to adjust the 0 cm/s line (baseline) on the vertical axis.  

This can be moved up or down to capture the entire spectral waveform.  

 

The baseline box on the spectrogram can be dragged up or down to adjust the baseline 

position.  

 

From the remote, the baseline position is changed by using the baseline button.    

 

Vessel Label  
 

   
 

During an exam, the ɈVessel Labelɉ is displayed at the top of the channel  and above the 

mean and PI values . The up/down  arrows on the remote can be used to advance to the next 

or previous vessel in an exam protocol .  
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The entire list of vessels included in an exam protocol can be viewed by selecting the down 

arrow  button on the vessel label box. This can be used to select a vessel that is out of 

sequence.  ɈUNKNɉ (for unknown)  can be selected for vessel(s) that are unable to be 

identified by the user.  When ɈUNKNɉ is selected the depth and power values remain the 

same. 

 

Envelope  

The 3 buttons are used  to select flow between AUTO, + FLOW, or - FLOW.  When on auto, 

the  ɈEnvelopeɉ position is linked to the expected direction of flow for each vessel.   

 

 
 

Select the envelope visibility toggle to toggle the envelope ON  or OFF. 
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Emboli Detection  
 

 
 

Select the Emboli Detection toggle to turn  emboli detection  ON or OFF. 

 

Note the following:  

¶ When emboli detection toggle is ON, emboli markers are shown on the M -Mode 

and Spectrogram displays  

¶ When emboli toggle is OFF, emboli markers are hidden on the M -Mode and 

Spectrogram displays  

¶ When exam recording is ON : 

o With emboli detection toggle ON, emboli counter is updated with each 

emboli detected.  

o With  emboli detection toggle OFF, emboli counter is paused  and grayed 

out .  

Emboli Counter  

 

 

Emboli Detection 

Toggle  

 

 

Emboli Markers  
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Baseline Shift  
 

 

 
 

When envelope is set to auto, the spectrogram baseline will shift slightly down for vessels 

where normal flow is expected to be toward the probe and shift slightly up when flow is 

expected to be away from the probe. This provides additional room for the spectrogram 

without aliasin g. 

 

Snapshots  and Screenshots  
 

 

 
 

Select the blue ɈSnapshotɉ icon on the screen or the snapshot icon on the remote to take a 

snapshot and/or a screenshot of the screen.  
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Snapshots  
 

The snapshot feature captures a video clip of the M -mode and spectrogram.   

 

If a snapshot is selected for a report, the velocity data will be included on the first page of a 

Complete  report. The still image of a snapshot in the report is the point at which it was 

taken minus the past 4 seconds. The snapshot can be saved as a still image as well as an 

MP4 video. If desired, these images and videos can also be included in reports.  

 

 
 

The last 14 snapshots  taken during a Complete  exam are displayed in the snapshot review 

box.  The vessel name, depth , and mean velocity are shown for each snapshot.  

 

Note:  If scale or other scanning controls (e.g., filter, sample volume, etc.) are adjusted 

during the window in which a snapshot is taken, the envelope spectrogram may appear 

shifted at each of the adjustment points. To avoid the visible envelope shift(s), wait for  the 

full sweep time duration (4, 8 or 12s) after adjusting the scanning controls before taking a 

snapshot.  

 

Screenshots  
Full screen screenshots are taken every time a snapshot is taken. A screenshot taken during 

a unilateral exam will show the single channel. A screenshot taken during a bilateral exam 

will show both channels. A screenshot differs from a screen freeze or snapshot in that a 

screenshot cannot be edited or annotated. If the image  is edited during exam review and 

update screenshot will be taken at that time of the updated image. Note, at that time the 

screenshot  will be of the exam review screen and not the exam screen.  

 

Snapshots and Screenshot s can be included in the report by checking the Ɉϥnclude 

Screenshot ϥmagesɉ and/or Ɉϥnclude Snapshot ϥmagesɉ check box on the ɈExamɉ tab in 

Settings. When checked, they  are printed two per page in the report.  
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Screen Freeze  
 

 
 

To ɈFreezeɉ the screen to enable snapshot annotation or manual velocity measurements 

during an exam, select the blue  freeze icon on the screen or select and hold the snapshot 

icon on the remote. Once selected , it will turn white as shown in the image below . 

 

Notice : During screen freeze, the acoustic output is automatically turned OFF.  

 

Caution: Do not unplug or change probes during screen freeze.  

 

 
  

Select the ɈCustom  Notesɉ button on the screen to add notes to your snapshot. Select the 

notes icon and then the  Ɉ+ɉ button to add additional notes. When the envelope is turned off , 

manual cursors are used to measure the peak systolic velocity (PSV) and end diastolic 

Select and Hold  
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velocity (EDV). The mean velocity is estimated using the following formula:  

 

Mean Velocity  = (1/3* PSV) + (2/3* EDV) 

 

Note:  When the envelope is ON , the mean velocity is calculated by averaging the velocities 

from spectrogram data . 

  

 
 

Changes can be made to the baseline and gain if desired. To restore the snapshot to its 

original state, select the ɈRestoreɉ button. 
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9. Exams and Reports  

 

 

 
 

The Exam Procedures screen can be accessed from multiple screens, including the Patient 

Records screen  and Patient Search screen  (as seen above), by selecting ɈStart Examɉ or 

directly from the Home screen by selecting ɈSkipɉ or after adding a New Patient . 

 

If an exam is started from the Home screen (by selecting ɈSkipɉ), the patient will be assigned 

after the exam is completed. From the Patient Records screen, the patient is assigned to the 

exam from the start.   

 

The Exam Procedures includes the Complete  exams wh ich includes Custom exams and 

Monitoring Type exams (Moni toring, Bubble, VMR/BHI , and Morphology ).  
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Complete Exams  

 

Depending on the application, Complete  exams may be performed unilaterally with a 

handheld probe or bilaterally with either PHU or a monitoring headframe and two (2) 

monitoring probes.    

 

  

 

Bilateral  exams are limited to vessels in the temporal window. To monitor all 

vessels available in a NovaGuide 2 Complete exam  (See Settings), a unilateral exam 

with a handheld probe is needed. Vessels are selectively monitored by the user via 

the exam screen.  

 

¶ The ɈCompleteɉ exam is intended to be used to measure velocities in multiple vessels 

at multiple depths . 

 

¶ A factory set protocol is pre -loaded for a complete exam. This protocol includes 

vessel and depth sequencing for the major cerebral arteries  (See Settings for the list 

of vessels included) . If no custom protocols have been added, the exam screen will 

open immediately upon selection of the complete exam.   

 

¶ If custom protocols have been added, the protocol list will be displayed, and the user 

must select the protocol to be used.  

 

¶ Scanning controls can be adjusted by the user to optimize the M -mode and 

spectrogram displays.  

 

¶ A red Ɉflow bandɉ in the M-mode display indicates blood flowing toward the probe 

and blue band indicates flow away from the probe.  

 

¶ Placement of the M -mode depth cursor in a flow band will display the spectrogram at 

a specific point in a blood vessel (depth) . 

 

¶ Operators skilled in performing transcranial Doppler exams will use the M -mode, 

angle of insonation, depth, waveform , and sound to identify specific vessels.  

 

 

 WARNING  

 

Do not exceed 10% power through the eye or foramen magnum.  
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¶ Protocols can be used to step through vessels in a specified sequence or vessels can 

be located randomly.  

 

¶ Vessels can be labeled by the user with  the vessel labelling controls.  

 

Notice : Vessels included with the default protocol still require labeling by the 

user.  

 

¶ Vessels can be interrogated in 1 mm depth increments.  

 

¶ An envelope will trace the spectrogram and the peak systolic  velocity (PSV) and end 

diastolic velocity  (EDV) will be measured from the envelope. The mean velocity and 

pulsatility index (PI) are calculated from the measurements.  

 

¶ If the signal is weak and increasing the gain does not make the envelope track the 

spectrogram properly, the screen can be ɈFrozenɉ (See Scanning Controls) to remove 

the envelope and manually measure both the EDV and PSV.  

 

¶ Snapshots are used to capture velocities at different depths. When a snapshot is 

taken, the average EDV, PSV, and mean velocit y, a static image of the 4 -second 

spectrogram and , if selected, an MP4 video will all be saved.  

 

Notice : Screenshots display EDV, PSV, and mean velocities at the time of the 

capture  are therefore not averaged.  

 

¶ Complete  reports are based on user selected snapshots , and there is no limit to the 

number of snapshots that can be taken in an exam.  

 

¶ During a Complete  exam, the snapshot review displays the last 14 snapshots , the 

vessel label, depth , and mean velocity.   

 

¶ Snapshots can be user selected for the report from the exam screen by checking the 

box to the left of a snapshot.   

 

¶ When a Complete  exam is completed, the ɈExit Examɉ button is used to end the exam 

and advance to the Exam Review screen.   

 

¶ In the Exam Review: Snapshots page, all snapshots taken during the exam are listed 

on the left side of the page and the snapshot  will display the list.  
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¶ From this screen, snapshots can be replayed, marked for inclusion in the report, 

saved as an MP4 video to be included in the PDF report, annotated, edited , or 

deleted.   

 

¶ When all snapshots have been selected for the report, select the ɈNextɉ button to 

advance to the Exam Review: Report page.   

 

¶ The patientɅs name, medical record number  (MRN), date of birth, exam date, exam 

type , and operatorɅs name are already entered. The accession #, blood pressure, 

referring provider, indications, notes , inclusion of velocity trend reports , and 

technique/description should be entered on this screen.  

 

¶ Use the ɈSaveɉ button to save any notes. ϥf desired, the operator can return to this 

screen again to edit notes and generate the report.  

 

¶ When all desired information has been entered, use the ɈGenerate Reportɉ button to 

preview the report.  

 

¶ The first page of each report will always be compiled. The trend graph and 

spectrogram graphics will be included in subsequent pages if the Ɉϥnclude Snapshot 

ϥmagesɉ and Ɉϥnclude Screenshot ϥmagesɉ boxes are checked in Settings ɀ ɈExamɉ tab.  

 

¶ After previewing the report, the report can be exported directly from this page. 

Select ɈExportɉ to export the report via the following options:  

¶ PACS 

¶ Network Drive  

¶ USB 

¶ NS Cloud 

Notice : If NS Cloud is configured  then  selecting Network Drive, PACS, and USB 

will also upload an exam to NS Cloud. 

 

¶ Report can also be printed  with ɈPrintɉ button on Patient Report screen .  

¶ To export a report after navigating away from the Patient Report screen, first 

navigate to the Home screen. Select ɈPatient Searchɉ, select the desired patient, 

select ɈOpenɉ, select the desired exam, and use the export drop down to export the 

report.  
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Lindegaard Ratio  
 

The Lindegaard Ratio is defined as the mean velocity of the middle cerebral artery divided 

by the mean velocity of the ipsilateral extracranial internal carotid artery (EICA). However , 

since NovaGuide  2 and NovaGuide 2 Traditional  are not intended to insonate EICA, the EICA 

is not included in the vessel list. Therefore, the Lindegaard Ratio is calculated using the 

mean velocity of the middle cerebral artery divided by the mean velocity of the ipsilateral 

intracranial internal carotid artery.  

 

Notice: The highest mean velocity of an MCA segment will be used to calculate the 

Lindegaard Ratio  if different MCA segments are used in a Custom Protocol ( i.e., MCA 

prox , MCA min , MCA distal, MCA 1, MCA 2 will be treated as a single MCA vessel 

group for the calculation of Lindegaard Ratio).  
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Complete  Exam  Report  (example)  

 

  
















































































































